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TECHNICAL SPECIFICATIONS

Component Part Number Diameter (OD) Diameter (ID) B D*

TruStream7 215071** 1.0”  /  25.4mm 0.870”  /  22.1mm 3.75”  /  95.3mm 1.9”  /  48.3mm

215075 1.5”  /  38.1mm 1.370”  /  34.8mm 4.50”  /  114.3mm 2.1”  /  53.3mm

215077 2.0”  /  50.8mm 1.870”  /  47.5mm 6.00”  /  152.4mm 2.4”  /  61.0mm

215079 2.5”  /  63.5mm 2.370”  /  60.2mm 6.00”  /  152.4mm 2.6”  /  66.0mm

215085 3.0”  /  76.2mm 2.870”  /  72.9mm 6.50”  /  165.1mm 2.9”  /  73.7mm

215089** 4.0”  /  101.6mm 3.834”  /  97.4mm 7.75”  /  196.9mm 3.4”  /  86.4mm

Component Packaging Part Number Length Width Height Shipping Weight

TruStream7 215071** TBD TBD TBD TBD

215075 TBD TBD TBD TBD

215077 8.25” / 209.6mm 5” / 127.0mm 3.5” / 88.9mm 2 lbs. / 0.9 kg

215079 8.25” / 209.6mm 5” / 127.0mm 3.5” / 88.9mm 2 lbs. / 0.9 kg

215085 TBD TBD TBD TBD

215089** TBD TBD TBD TBD

Material:  316L Stainless Steel / EN 1.4404
Roughness (Internal): Ra  ≤ 20 µin. / Ra 0.5 µm.

TruStream7 Sanitary Weld Inspection Tees
(with Hex Nut and Dust Cover)

*Measurement is with septum in place
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Visit our website for instructions on:
Welding Instructions
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