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The QualiTru TruStream7 Septum EU High-Temp is 

designed specifically for the European market, is EC1935 
compliant, and is rated up to 148˚C. The high-temp sterile 
septum has seven channels which allow for single samples 
to be drawn from each channel, dramatically reducing 
the risk of introducing contamination into the sample. 
Each septum features a label that clearly indicates which 
channels have been used. Once all channels have been 
used, simply replace with a new septum to continue 
collecting aseptic samples.

Introducing the

SEPTUM - EU High-Temp

7

Benefits of Aseptic inline 

Process monitoring

• High-Temperature Durability – Rated for 
up to 148°C, ensuring aseptic integrity in 
demanding environments.

• Time-Saving Cleaning Process – Reduces 

downtime by eliminating the need for 
separate steam cleaning.

• Steam in Place (SIP) Compatibility 

– Can stay in place during SIP cycles, 
streamlining operational efficiency.

• Compliance & Safety – Designed for 
hygienic process monitoring and meets 
EC1935/2004 standards for food safety.

Call Today to Learn More or  
Visit our Website at QualiTru.com!

PN 110051

MKTG-123 REVA 022025

Leaders in the science of aseptic 
and representative sampling

EC1935/2004

63-04

http://QualiTru.com
http://QualiTru.com

